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Technique: Delivered with manuals 
and drawings available online at: 

http://extranet.somain.fr

Material: Stainless steel

Finish:  Raw

316L stainless steel
Automatic passage of intermediate parts
Ex-works within 48 hours
Without crimping
10 years guarantee
4 users

Options:
Specific fixations for metal roofs: warm 
roofs, metal decks, standing seams.

Advantages:
Competitiveness:
We were able to lighten the interface supports (posts, plates, fasteners, etc...) as the 
SECURIFIL® automatique significantly reducing stress in case of a fall.

Quality:
All the parts are made of 316 stainless steel. It is guaranteed for 10 years against corrosion 
(excluding special environments)

Traceability:
SECURIFIL® automatique has a unique serial number placed on its components.

Simplicity:
SECURIFIL®automatique is used with a specific slider for smooth circulation.

Adaptability:
SECURIFIL® automatique can be installed on all types of surfaces and roofs. 

CAUTION: In case of angles, a second shock absorber is needed (except on hot deck).

For spacing greater than 15 m, choose SECURIFIL® renforcée.

If your case presents specific constraints, our design office will be able to propose an 
appropriate solution.

In compliance with the standard, a force calculation software is available on our extranet 
(extranet.somain.fr).

Lifeline: SECURIFIL® automatique
When it is not possible to set up sufficient collective protection for work carried out high up, 
the lifeline SECURIFIL® automatique is the appropriate solution to work in complete safety.

SECURIFIL® automatique is used with a tailor-made slider, which forms the interface between 
the cable and the En 362 compliant connector. This slider allows a smooth passage of the 
intermediate and angular parts.
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Stainless steel single anchroing end  part.
Fastening: 1M12

REF: 102416

Elements: SECURIFIL® automatique
These components constitute all  SECURIFIL® automatique lifelines.

Auto. stainless steel intermediate part.
Every 15 meters maximum
Fastening: 1M12

REF: 102350
Stainless steel eye shock absorber, installed at 
one end of the lifeline, reduces stress on the 
structure in case of a fall.

Traceability by unique serial number.

Equipped with a tension and fall indicator.

REF: 102173

Auto. stainless steel bi-anchoring end part.
Fastening: 2M12

REF: 102422
Stainless steel eye/clevis tensioner, allows 
adjusting the tension of the lifeline during 
installation.

REF: 100122
SOMAIN Sealing.
Attaches to tensioner to prevent cable 
tension from changing.
Traceability by unique serial number.

REF: 100124
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Stainless steel cable diameter 8 
mm 7x19

REF: 100150

Elements: SECURIFIL® automatique 

These components constitute all  SECURIFIL® automatique lifelines.

Mandatory placard : Wearing of 
PPE, to be installed at each access 
to the lifeline.

Available, on request, in the 
language of your choice with the 
possibility to insert your logo.

REF: 100195
Raw aluminium post for mandatory placard 
sticker.

REF: 102128

Aluminium cable clamp kit, 
diameter 8 mm + 1 stainless steel 
wire thimble diam. 8 mm.

REF: 102131
Crimping set for stainless steel 
cable + stainless steel wire thimble 
8 mm diameter.

REF: 100478

Shock absorber/end part junction kit.
REF: 102286
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Elements: Sliders
These sliders are essential elements for the use of SECURIFIL®automatique. Without them, the system is not compliant.

Stainless steel slider with zinc-plated 
carabiner allowing the smooth passage of 
intermediate parts. 
Locked by the carabiner, it allows users 
to free themselves at all points along the 
lifeline.

REF: 102425

Stainless steel slider with stainless steel 
carabiner allowing the automatic passage 
of intermediate parts. 
Locked by the carabiner, it allows users 
to free themselves at all points along the 
lifeline.

REF: 102426

Stainless steel slider for overhead use with 
zinc-plated carabiner allowing the smooth 
passage of intermediate parts. 
Locked by the carabiner, it allows users 
to free themselves at all points along the 
lifeline.

REF: 102427

Stainless steel slider for overhead use 
with stainless steel carabiner allowing the 
automatic passage of intermediate parts. 
Locked by the carabiner, it allows users 
to free themselves at all points along the 
lifeline.

REF: 102428
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Elements: Installation on concrete surfaces
CAUTION: For angles, a second shock absorber is needed.

Subject to technical compatibility, see the technical manual or contact us.

Standard galvanized steel post for the 
end, angular and intermediate part of the 
SECURIFIL® automatique lifeline.  

80 x 80 mm tube
Height: 450 mm
Centre distance: 200 x 200 mm (mounting 
slot centre distance 100 to 200 mm)
Fastening: 4M12 

REF: 102361
Standard stainless steel post for the end, 
angular and intermediate part of the 
SECURIFIL® automatique lifeline.  

80 x 80 mm tube
Height: 450 mm
Centre distance: 200 x 200 mm (mounting 
slot centre distance 100 to 200 mm)
Fastening: 4M12 

REF: 102474

Option

Aluminium sealing collar to prevent 
runoff.

REF: 102355

Angle adapter plate.
REF: 100873
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Accessories:
Lorem ipsum dolor sit amet, consectetuer 
adipiscing elit, sed diam nonummy nibh 
euismod tincidunt ut laoreet dolore magna 
aliquam erat volutpat. Ut wisi enim ad 
minim veniam, quis nostrud exerci tation 
ullamcorper suscipit lobortis nisl ut aliquip 
ex ea comm.

Options:
Lorem ipsum dolor sit amet, consectetuer 
adipiscing elit, sed diam nonummy nibh 
euismod tincidunt ut laoreet dolore magna 
aliquam erat volutpat. Ut wisi enim ad 
minim veniam, quis nostrud exerci tation 
ullamcorper suscipit lobortis nisl ut aliquip 
ex ea comm.

Photo caption

+ product 1:
+ product: 2
+ product 3:
+ product 4 (max):

Versions:
Lorem ipsum dolor sit amet, consectetuer 
adipiscing elit, sed diam nonummy nibh 
euismod tincidunt ut laoreet dolore magna 
aliquam erat volutpat. Ut wisi enim ad 
minim veniam, quis nostrud exerci tation 
ullamcorper suscipit lobortis nisl ut aliquip 
ex ea comm.

Sales argument:
Why, for whom, how, this product
Lorem ipsum dolor sit amet, consectetuer adipiscing elit, sed diam nonummy nibh euismod 
tincidunt ut laoreet dolore magna aliquam erat volutpat. Ut wisi enim ad minim veniam, 
quis nostrud exerci tation ullamcorper suscipit lobortis nisl ut aliquip ex ea comm.
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Technique: Supplied with 
instructions and

plans available on the Internet:
 http://extranet.somain.fr

Material: aluminium

Finish: raw, anodized or powder-coated
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Elements : Overhead or wall application
In order to allow the passage of the intermediates in the best conditions, it is necessary to position the intermediate parts at notch 2 
for a wall application.
For an overhead use, the intermediate parts are fixed with a bracket to allow them to be installed on the surface and to offer the 
possibility of using a slider. The slider is designed to allow a smooth passage of the intermediate even with a retractable fall prevention 
device weighing up to 8 kg.

Stainless steel underside bracket for 
intermediate part. 
Fixation : 1 M12

REF : 102444
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Detailled layout of underside fixation:

The intermediate part must be postioned at notch 2 for a wall 
application.

Overhead application

Wall application
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Elements: fastening for hot decks
The lifeline supports are mounted by means of toggle fastners crossing the insulation (4 toggles per end parts and angles, and 2 
toggles for the intermediate parts). Sealing must be carried out by the installer.

Intermediate parts are spaced by a maximum of 15 metres apart.
A double plate and two intermediate parts create a curve.

Option

End or angle steel post. 
Fastening: 4 zinc-plated toggle bolts.

REF: 102404
Intermediate steel post. 
Fastening: 2 zinc-plated toggle bolts.

REF: 102430 

Option: Stainless steel toggle bolts.
Option: Toggle bolts of a specific length.

Option: Stainless steel toggle bolts.
Option: Toggle bolts of a specific length.

Aluminium sealing collar to prevent 
runoff.

REF: 102355

Angle adaptation plate.
REF: 100873
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Elements: Fastening for metal decks
Fastening is done using self-tapping screws directly on the waves of the metal deck. A sealing strip is delivered with the system. 
Possibility of fastening on a sandwich panel subject to technical compatibility, see the technical manual or contact us.

CAUTION: Minimum thickness of the top layer must be at least 0.63 mm.
    For angles, a second shock absorber is needed.

Stainless steel adapter plate for metal deck 
for end, terminal and angular parts.
For profile spacings between 210 to 330 
mm.
Supplied with self-tapping screws and 
waterproof tape.

REF: 100493 
Stainless steel adapter plate for metal deck 
for intermediate parts.
For a profile centre distance of 210 to 330 
mm.
Supplied with self-tapping screws and 
waterproof tape.

REF: 100494
Extension on dry tank for end and 
intermediate parts.
Height: 150 mm

REF: 102449
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Stainless steel fastening adapter for standing 
seam, adjustable for a centre distance of 300 
to 600 mm.

REF: 100495
Double folds standing seam clamp
(4 per adapter).

REF: 100202
Bulb standing seam clamp
(4 per adapter).

REF: 100203 

Elements: Fastening for standing seams
Fastening is done by clamps specifically adapted to standing seams.

The cross-adjustable fastening adapters, fitted with specific clamps, are suitable for different types of joints. 
There are clamps adapted to each form of joint: bulbous, double folds, etc.

CAUTION: For angles, a second shock absorber is needed.
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Elements: Special interfaces

SECURIFIL®automatique can also be fastened on conventional structures; we have therefore developed standard mounting interfaces 
for wooden framework and concrete.
It is installed when it is not possible to set up sufficient collective protection for work carried out high up, the lifeline is the appropriate 
solution to work in complete safety.

Clamping: 
On metal or wooden beam.

The lengths and widths of the elements are 
sized according to the beam.

Flange clamping: 
On metal beam.

This involves clamping the flanges of the 
beam using 2 plates called girder clamps.

The lengths and widths of the elements are 
sized according to the beam.

Concrete:
On concrete slab.

All standard V3 aluminium and stainless steel 
lifeline supports are compatible with the 
SECURIFIL®automatique.

The lengths and widths of the elements are 
sized according to the beam.


