
SECURILIGNE® tubalurailHorizontale lifeline
Use: Wood/metal frame, terrace, wall
Standard: EN 795 classe D

Description: Details:

Material: Aluminium

Finish: raw, anodised or powder-coated

Assembly: Delivered with manuals and drawings
available online at: http://extranet.somain.fr

Z.I de Monterrat CS 70013, 42501 Le Chambon-Feugerolles, France
Phone : +33 (0)4 77 40 54 38
E-mail : securite@somain.fr / Website : www.somain.fr Version : 040523

Specific RAL colour on request.

The curves are made by bending the profile with a minimum radius of 800 mm.

Options

Rigid lifeline for suspension work

SECURILIGNE® tubalurail is a rigid aluminium lifeline. The exclusive profile developed 
by Somain Securite allows distances between fixations of up to 4.50m (more on 
request).Ideal for use on the underside, this lifeline can also be used for suspension 
work thanks to a trolley designed for this purpose.

It is also suitable for photovoltaic roofs as the corrugation spans are kept to a minimum.

Tubalurail V2 profile, length 6 m or 3 m.
Section: 105 x 50 mm
Span: 4.50 m max

REF : 100721
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Top mounting
application

Face-fixed application
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Application on the underside

Top mouting and face-fixed application
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Elements+
These components constitute all SECURILIGNE® tubalurail lifelines.

Stainless steel trolley stop, attached to 
each end of the lifeline.

REF : 100945

Tubalurail V2 splice, for joining two 
profile lengths.

REF : 100921 

Standard stainless steel fixation.
Underside, face-fixed and top-mounted 
installation.
Fixing: 2 M12
Centre-to-centre distance: 100 to 120 mm
(oblong).

REF : 101431
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Somain Securite has developed an exclusive rail changing system. 
This system is remotely operated by the user by pulling on the cable or strap that holds it. 

Elements+

Signage poster of mandatory harness, to be 
installed at each access to the lifeline.

Available, on request, in the language of your 
choice with the possibility to insert your logo.

REF : 100886 

Raw aluminium post for mandatory poster 
stickers.

REF : 102128

Painted steel 4-way switch, for remote 
direction changes.
Optional stainless steel on request.

REF : 101189

Painted steel 3-way switch, for remote 
direction changes.
Optional stainless steel on request.

REF : 101188


